Section II – Planning Requirements

	
	Items
	Please tick accordingly
	Remarks

	
	
	Complied With
	Not Applicable
	

	1
	The subject site has a legal right of way or direct access from public road.
	
	
	All sites must have vehicular access.

	2
	Access arrangement conforms with Land Transport Authority's requirements.
	
	
	

	3
	Conformity with car parking requirements.
	
	
	

	4
	Conformity with Good Class Bungalow Area guidelines.
	
	
	

	5
	Conformity with Geylang Urban Design guidelines.
	
	
	

	6
	Conformity with the prevailing Master Plan’s land use
	
	
	

	7
	Conformity with the DGP's building height
	
	
	

	8
	Conformity with the prevailing Master Plan’s plot ratio
	
	
	

	9
	Width of structural fins within setback distance - 0.5m (max)
	
	
	

	10
	Building and ancillary structures have complied with the required setback
	
	
	

	11
	Basement has complied with the required setback
	
	
	

	12
	Number of allowable units has been complied with
	
	
	Applicable to strata landed development only

	13
	Road buffer (green and physical) has been complied with
	
	
	

	14
	Site coverage has been complied with
	
	
	

	15
	Communal open space provision has been complied with
	
	
	Applicable to strata landed development only

	16
	Boundary wall height has been complied with the 1.8m (max)
	
	
	

	17
	Retaining wall height has been complied with the 1m/1.5m (max)
	
	
	1m (max) applicable to landed housing developments; 1.5m (max) applicable to non-landed housing developments

	18
	Retaining cum boundary wall height meets the 2.8m (max)
	
	
	

	19
	Fencing & retaining wall have met the waterbodies requirement
	
	
	Applicable to proposals affected by waterbodies

	20
	Earthworks comply with guidelines
	
	
	Applicable only to residential development

	21
	Floor to floor height is within the requirement
	
	
	

	22
	Basement guidelines have been complied with
	
	
	

	23
	Balconies comply with the continuous perimeter opening of 40% (min.)
	
	
	Applicable only to flats/condominium and hotel developments as well as the residential component of mixed use developments

	24
	Balcony screens comply with the performance criteria of:
· allowing natural ventilation in the balconies at all times; and
· being able to be drawn open or retracted fully
	
	
	Applicable only to flats/condominium and hotel developments as well as the residential component of mixed use developments

	25
	Private Enclosed Space (PES)
· Protection / covering is provided in accordance to either the objective-based guidelines or the prescriptive guidelines (i.e. min 2m covering)
· Height of enclosure fencing is 1m (max)
	
	
	Applicable only to flats/condominium and hotel developments as well as the residential component of mixed use developments

	26
	Provision of 2.0m planting strip has been complied with
	
	
	Except for landed housing development & periphery of industrial development

	27
	Covered Walkway
· Soffit height is in order
· Width of walkway complied with the controls
	
	
	

	28
	Prayer quantum has exceeded the 50% of the total GFA
	
	
	Applicable only to religious development

	29
	Attic guidelines have been complied with
	
	
	

	30
	Industry/warehouse quantum (GFA) mix is more the 60% of total gross floor area
	
	
	Applicable to industrial/ware-house building

	31
	Development Plot
· Size (min) has been complied with
· Width (min) has been complied with
· Depth (min) has been complied with (for GCBA only)
	
	
	Applicable to landed housing development

	32
	The provision of open space (m2) has been complied with
	
	
	Applicable to landed housing

	33
	The provision of open space (m2) has been complied with
	
	
	Applicable to landed housing

	34
	The following information are provided:
· Nature of the factory operations (for factory developments with ancillary worker’s dormitory)
· Estimated number of workers to reside in the dormitory
· Whether the workers are locals or foreigners; and the nationality of foreign workers
· Whether the workers are skilled, semi-skilled or unskilled
	
	
	For application with worker’s dormitory


 

